

















































































































































































































PROBLEM

Tumbler turns but
no spark at burner (cont'd)

Tumbler turns—ignition
sparks—no flame

All Dryers

Slow drying
DLC30 (computer)

DLR30 (rotary & manual)

All Dryers

Erratic display
DLC30 (computer)
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PROBABLE CAUSE

11.

12.

13.

Spark Electrode Gap
Improper Ground

Spark Ignition Locked Out

. Gas Supply

Gas Pressure
Spark Electrode

Gas Valve
Loose or Broken Wire

. Temperature

Temperature Sensor Failure

Temperature Setting

Thermostat Out of Adjustment

Air flow restrictions
A. Lint screen

B. Exhaust
C. Damper

D. Make-Up Air

High Limit Thermostat Failure

Initial Start Up

Grounding

Program

Voltage spike

REMEDY

Gap should be 1/8"

Clean terminals and replace
yellow grounding wires

Open loading door to reset
wait 10 seconds and try again

Make sure gas supply is
waorking

Make manometer check of gas
pressure

Check electrode for damage to
electrode or mtg.

Check coil continuity

Check wire connections
between spark ignition module
and valve

Check computer for correct
programmed temperature

Computer will display F1 or F2
failure code

Check thermostat lever for
correct positioning -- left is low
heat and right is high heat

see Service Procedures section
for thermostat adjustment

Clean screen
Check complete exhaust system

Check backdraft damper in
exhaust

Inadequate -- each dryer
requires 1 sq. ft. of make-up air

Check thermostat for continuity
(0 ohms resistance) when cold

If erratic on initial start up, leave
power on for approximately one
hour and check machine
operation again

Machine must be grounded by
separate conductor back to
neutral bar in breaker box

Check program and make
corrections if necessary

Power down machine for 20
seconds and then power up.
If no better replace control



SECTION 8

PREVENTATIVE MAINTENANCE INSTRUCTIONS

WEEKLY
1.

2.

Clean lint screen and compartment. Use soft brush if necessary.
Failure to do so will slow drying and increase gas usage and temperatures throughout the dryer.

Check lint screen for tears. Replace if necessary.

MONTHLY

1
2
3.

Check the end bells of the drive motor for lint accumulation and clean if necessary.
Check the lint screen compartment for lint accumulation and clean if necessary.

Check for lint and dirt accumulation on top of the dryer and all area above, and around the burners and
burner housing. Clean where necesary. Failure to keep this portion of the dryer clean can leadto a
build-up of lint creating a fire hazard.

Place a few drops of light oil on top and bottom pivots of the clothes door hinge.

Grease bearings and shaft of intermediate drive pulley.

QUARTERLY

1.

> o K@ N

Check belts for looseness, wear or fraying.

Inspect gasket of door glass for excessive wear.

Check tightness of all fasteners holding parts to rear support channel.

Check tightness of tumbler shaft retaining nut.

Check for lint accumulation in primary air ports in burners and clean if necessary.

Grease pivot pins and tension arms where in contact with each other.

SEMI-ANNUALLY

T
2.
3.

Check and clean main burners if necessary.
Check all orifices and examine for dirt and hole obstruction.

Check the interior of the dryer for lint accumulation.

ANNUALLY

1:

Check intermediate pulley bearings for wear.

2. Check and remove any lint accumulation from exhaust system.
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Maintenance Notes






